
www.twotease.com.au info@twotease.com.au TWO TEASE ARCHITECTURAL HARDWARE |  Eclipse 3.2 1

ECLIPSE 3.2

Flush Doors with Rebate Flush Doors without Rebate

3 ADJUSTMENTS

MAX.EXTENSION

TYPE

CAPACITY

OPENING

HEIGHT
In pressure ±1mm
Vertical ±2mm
Horizontal ±1.5mm

14mm

For Wood
For Aluminum

40Kg x 2 Hinges

180°

60Kg x 3 Hinges

115mm

2 COMPONENTS

FLUSH METAL 
PLATE COVERS

CONCEALED 
HINGE

1

2

8 FINISHES

72.Matt Antique Brass

06. Nickel Plated

93. Matt Black

91. White

03. Enamelled Brass

34. Matt Chrome

22. Enamelled Bronze

13. Satin Nickel

E30200.06.72

E30200.06.06

E30200.06.93

E30200.06.91

E30200.06.03

E30200.06.34

E30200.06.22

E30200.06.13

An adjustable concealed hinge made of Zamak. 
The Concealed hinge for flush door for aluminum doors, 
thanks to the 4 mm fastening thickness of hinge. 
Completely invisible thanks to reduced dimensions.
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1

2

3

In pressure ±1mm

Vertical ±2mm

Horizontal ±1.5mm

NOTE: Three hinges supports standard doors of 2040mm 
weighing up to 60kg, please make reference to the application 
fields below for configuration of hinges.

Loosen the screws and move the hinge body. 
After this operation fasten the screws.

Loosen the screws using a screwdriver or a 
wedge which is suitable for Eclipse hinges. 
After this operation fasten the screws

Move the screws.

Three adjustments completely independent 
using a unique 3mm Allen Key.

Adjustment

Drilling Diagram

Hinge Application Field
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Hinge Dimensions

Apply the covers paying 
attention to the lateral 

wings. They have to be 
plugged into the 

dedicated grooves 
present in the hinge

E30200.16.03 E30200.16.34

E30200.16.72

E30200.16.91

E30200.16.93E30200.16.06

E30200.16.13

E30200.16.22

Enamelled 
Bronze Plated

Nickel 
Plated 22

Enamelled 
Brass Plated

Matt Chrome 
Plated

Matt Antique 
Brass 

White

Matt Black

03

06

1334

72

91

93

FLUSH METAL PLATE COVERS

Satin Nickel 
Plated
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This heavy duty Concealed hinge with steel levers 
for heavy sashes. Suitable for applications with 
overhead door closer and door stop to the ground. 
Eclipse 3.2 HD has been designed for flush doors 
with or without rebate and for aluminium doors, 
thanks to the 4 mm fastening thickness of hinge. 
Eclipse 3.2 HD is provided with flush cover with a 
range of finishes.

Finishes & codes for flush metal plate covers on pg.65

E30200.61.03 E30200.61.34

E30200.61.91 E30200.61.93E30200.61.06

E30200.61.22

Enamelled 
Bronze Plated

Nickel 
Plated

22
Enamelled 
Brass Plated

Matt Chrome 
Plated

White Matt Black

03

06

34

91 93

ECLIPSE 3.2 HD
High loading capacity hinge for 
internal flush doors

MAX.EXTENSION

TYPE

CAPACITY

MATERIAL

In pressure ±1mm
Vertical ±2mm
Horizontal ±1.5mm

14mm

For Wood
For Aluminum

Steel

60kg x 2 hinges
80kg x 3 hinges

115mm

Flush Doors with Rebate Flush Doors without Rebate

2 COMPONENTS

FLUSH METAL 
PLATE COVERS

CONCEALED 
HINGE

1

2

3 ADJUSTMENTS
HEIGHT

Finishes & Codes
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Adjustments

Hinge Dimensions

1

2

3

In pressure ±1mm

Vertical ±2mm

Horizontal ±1.5mm

Loosen the screws and move the hinge body. 
After this operation fasten the screws.

Loosen the screws using a screwdriver or a 
wedge which is suitable for Eclipse hinges. 
After this operation fasten the screws

Fr
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sh
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ar

t
Move the screws.

Three adjustments completely independent 
using a unique 3mm Allen Key.
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Drilling Diagram

Hinge Application Field

NOTE: Two hinges capacity is 60 kg and three hinges capacity is 80 kg, in any case 
if the door is higher than 1600 mm we suggest you a third hinge in the central 
position to reduce deformations.

AGB CONCEALED HINGES ARE SOLD IN BOX QUANTITIES WITH COVER PLATES SEPARATE




